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Synopsis 
The purpose of this procedure is to provide guidelines to reduce potential overexposure to noise. 
This procedure applies to all NWS facilities and work locations where hearing protection is used, 
and to the employees using hearing protection. 
 
Initial Implementation Requirements: 
· Analyze Site Operations versus Procedure Requirements 

- Conduct Noise Survey at the Site. (11.5.2b) 
-  Evaluate Feasible Engineering and Administrative Controls (11.3.2a) 

· Develop/Obtain Documentation/Information required for Site 
- Establish a Hearing Conservation Program. (11.3.2d) 

-  Develop a Noise Monitoring Program. (11.3.2e.1) 
-  Develop an Audiometric Testing Program. (11.3.2e.4) 

-  Prepare Employee Exposure Records. (11.3.2f.1) 
- Develop Audiometric Test Records. (11.3.2f.2) 

· Designate Person to Administer Hearing Conservation Procedure Requirements 
Provide Local Training of Site Personnel 

-  Training for affected Personnel. (11.3.1b, 11.3.2e.7) 
· Inventory Material/Equipment (Procure as required) 

-  Postings, Signs. (11.5.2, 11.3.2e.6) 
-  Hearing Personal Protective Equipment (PPE). (11.5.2, 11.3.1a, 11.3.2e.5) 

 
Recurring and Annual Task Requirements: 
· Perform Assessment/Testing/Update Documentation 

- Maintain a Hearing Conservation Program. (11.3.2d) 
-  Develop a Noise Monitoring Program. (11.3.2e.1) 
-  Develop an Audiometric Testing Program. (11.3.2e.4) 

- Maintain Employee Exposure Records. (11.3.2f.1) 
- Maintain Audiometric Test Records. (11.3.2f.2) 

· Provide Refresher Training for Site Personnel 
-  Annual Refresher Training for affected Personnel. (11.3.1b, 11.3.2e.6) 

· Inspect/Replace/Recalibrate  Material/Equipment 
-  Hearing PPE.(11.5.2, 11.3.1a, 11.3.2e.5) 
-  Postings, Signs. (11.5.2, 11.3.2e.6) 
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Hearing Conservation Checklist 
 
Requirements 

 
Reference 

 
YES 

 
NO 

 
N/A 

 
Comments 

Is initial and annual review of this procedure conducted 
and documented? 

 
11.4.2 

 
 

 
 

 
 

 
 

Is there an annual review of this procedure? 11.4.2  
 

 
 

 
 

 
 

Are there any areas in the workplace where continuous 
noise levels exceed 85 dBA? 

 
11.3.2.d 

 
 

 
 

 
 

 
 

Is there an annual training program to educate 
employees in safe levels of noise, exposures; effects of 
noise on their health; and the use of personal protective 
equipment? 

 
11.3.2e.7 
11.3.1b 

 
 

 
 

 
 

 
 

Does this facility have a Hearing Conservation 
Program for employees who are exposed to noise 
levels equal or exceed an 8-hour time-weighted 
average sound level of 85 decibels? 

 
11.3.2d 

 
 

 
 

 
 

 
 

Does this facility have a noise monitoring program to 
identify employees for inclusion into the Hearing 
Conservation Program and to enable the proper 
selection of hearing protectors? 

 
11.3.2e.1 

 
 

 
 

 
 

 
 

Are noise levels being measured using a sound level 
meter or an octave band analyzer and records being 
maintained? 

 
11.3.2b 

 
 

 
 

 
 

 
 

Have engineering controls been used to reduce 
excessive noise levels?  Where engineering controls 
are determined to not be feasible, are administrative 
controls (i.e. worker rotation) being used to minimize 
individual employee exposure to noise? 

 
11.3.2a 

 
 

 
 

 
 

 
 

Are signs “Hearing Protection Required” posted in 11.3.2e.6     
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Requirements 

 
Reference 

 
YES 

 
NO 

 
N/A 

 
Comments 

high noise areas?     
Is approved hearing protective equipment available to 
every employee working in noisy areas? 

11.3.1a & 
11.3.2e.5 

 
 

 
 

 
 

 
 

Are employees properly fitted and instructed on the use 
and limitations of ear protectors? 

 
11.3.1b 

 
 

 
 

 
 

 
 

Has baseline audiometric testing been conducted for all 
affected personnel? 11.3.2e.4  

 
 

 
 

 
 
 

Is there an established and maintained an audiometric 
testing program for all affected employees? 

 
11.3.2e.4 

 
 

 
 

 
 

 
 

Are all audiometric test records maintained for the 
duration of the employee employment?  

 
11.3.2f.2 

 
 

 
 

 
 

 
 

Are employees noise exposure measurement records 
maintained for two years? 

 
11.3.2f.1 
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11 HEARING CONSERVATION 

11.1 Purpose and Scope  
 As part of its goal to provide a safe and healthful workplace, the National Weather 

Service (NWS) is implementing this procedure to protect employees from the effects of 
overexposure to noise.  This procedure applies to all NWS facilities, work locations, and 
employees where hearing protection is used. 

 
11.2 Definitions 
 Action Level.  An 8-hour, time-weighted average (TWA) of 85 decibels measured on the 

A-scale, slow response, or equivalently, a dose of 50 percent. 

Audiometric Testing Program.  A program in which audiometric testing is made available 
to all employees whose noise exposures equal or exceed an 8-hour time-weighted average 
of 85 decibels.  

Baseline Audiogram.  The audiogram against which future audiograms are compared. 

Continuous Noise.  Broadband noise of approximately constant level and spectrum to 
which an employee is exposed for a period of eight hours per day, 40 hours per week.  
(When the variations in noise level involve maxima at intervals of one second or less). 

Criterion Sound Level.  The decibel level that will yield a 100 percent dose in eight 
hours.  For OSHA, 90 dBA is typically used. 

Decibel (dB).  A unit used to express sound-power level and sound-pressure level. 

dBA.  Sound level in decibels read on the A scale of a sound-level meter.  

Field office.  A Field Office may include the following: Weather Forecast Office (WFO), 
River Forecast Center (RFC), Weather Service Office (WSO), and a Data Collection 
Office (DCO). 

Hearing Conservation.  The prevention or minimization of noise-induced deafness 
through the use of hearing protection devices, the control of noise through engineering 
methods, annual audiometric tests, and employee training. 

Hertz (Hz).  Unit of measurement of frequency, numerically equal to cycles per second. 

Impact/Impulse Noise.  A sharp burst of sound occurring for less than one-half second in 
duration and not repeating more than once per second. 

Intermittent Noise.  Exposure to a given broadband sound-pressure level several times 
during a normal workday.   

Noise.  Any unwanted sound. 

Noise Monitoring Program.  A program where the noise levels to which employees are 
exposed are recorded using area and/or personal noise monitoring.  The sampling strategy 
is designed to identify employees for inclusion in a Hearing Conservation Program and to 
enable the proper selection of hearing protectors.  
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NOTE: A Noise Monitoring Program is required when information indicates that any 
employee’s exposure may equal or exceed an 8-hour time-weighted average of 85 
decibels. 

Operating Unit.  For the purpose of this procedure, Operating Unit includes the National 
Centers for Environmental Prediction (NCEP), National Data Buoy Center (NDBC), 
NWS Training Center (NWSTC), National Reconditioning Center (NRC), Radar 
Operations Center (ROC), or the Sterling Field Support Center (SFSC). 

OSHA.  Occupational Safety and Health Administration. 

Slow Response.  A sound measurement in which all of the high-level noises of short-
lived duration are averaged out. 

Sound Level Meter.  An instrument for the measurement of sound level.   
Station Manager.  For the purpose of this procedure, the Station Manager shall be either 
the NWS Regional Director; Directors of Centers under NCEP (Aviation Weather Center, 
NP6; Storm Prediction Center, NP7; and Tropical Prediction Center, NP8; Space Weather 
Prediction Center, NP9); Directors of the NDBC, NWSTC, and Chiefs of NRC, ROC and 
SFSC facilities; or Meteorologist in Charge (MIC), Hydrologist in Charge (HIC), or 
Official in Charge (OIC). 
Time Weighted Average Sound Level (TWA).  That sound level, which if constant over 
an 8-hour exposure, would result in the same noise dose as is measured.   

11.3 Procedure 

11.3.1 General Requirements for Short Term High-Level Noise Exposure. 
a. Suitable hearing protectors (ear plugs and/or ear muffs) are recommended for use 

whenever personnel are exposed to high levels of noise even if it is for short 
periods of time and below the 8-hour TWA of 85 dBA (e.g., inside the emergency 
generator facility when the generator is on-line; sandblasting cabinets at the 
NDBC; some facilities adjacent to airports, etc.). 

b. Personnel who use hearing protection (e.g., inside the Emergency Generator 
building when the generator is on-line) and are not required to be in a Hearing 
Conservation Program shall receive annual training in the following areas: the 
effects of noise; the purpose, advantages, and disadvantages of various types of 
hearing protectors; and the selection, fit, and care of hearing protectors.  
Employees can either be trained in-house or off-site by qualified NWS or 
contractor personnel. 

11.3.2 Requirements of a Hearing Conservation Program. 
When employees are subjected to sound levels exceeding those listed in Table 11-1, It is 
the policy of the NWS to adhere to the provisions of 29 CFR 1910.95, “Occupational 
Noise Exposure,” including the following: 
a. Feasible administrative or engineering controls shall be utilized to provide 

protection against the effects of the noise exposure.  Examples of noise control 
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measures include making alterations in engineering design, damping and/or 
isolation of the noise and limiting the time of exposure. 

 

TABLE 11-1 - PERMISSIBLE NOISE EXPOSURES 
Duration Per Day (Hours) Sound Level (dBA), Slow Response 

8 90 

6 92 
4 95 
3 97 
2 100 

1 ½ 102 
1 105 
½ 110 

¼ or less 115 
 

b. If engineering and/or administrative controls fail to reduce sound levels within the 
levels of Table 11-1 when measured on the A scale of a standard sound level 
meter at slow response, personal protective equipment (hearing protectors) shall 
be provided to reduce sound levels to levels equal to or less than those in the 
Table. 

c. Hearing protectors shall be used by employees exposed to any continuous noise 
above 115 dBA, and any impulse or impact noise greater than 140 dB peak sound 
pressure level. 

(1) A continuing, effective Hearing Conservation Program shall be 
administered whenever employee noise exposures equal or exceed an 8-
hour time-weighted average sound level of 85 decibels measured on the A 
scale (slow response) or, equivalently, a dose of 50 percent.   

d. When any employee’s exposure may equal or exceed an 8-hour TWA of 85 dBA, 
these requirements shall be followed: 

(1) A Noise Monitoring Program shall be developed and implemented.  The 
sampling strategy shall be designed to identify employees for inclusion in 
a Hearing Conservation Program and to enable the proper selection of 
hearing protectors. 

(2) Noise monitoring shall be repeated whenever a change in production, 
process, equipment or controls increases noise exposures to the extent that 
additional employees may be exposed at or above the Action Level, or the 
attenuation provided by hearing protectors being used by employees is 
inadequate. 

(3) Affected employees shall be notified of the results of the required noise 
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monitoring. 

NOTE: Affected employees and their representatives shall have the opportunity to 
observe any noise monitoring conducted. 

(4) An audiometric testing program shall be established and maintained for 
affected employees. Within six months of an employee’s first exposure at 
or above the Action Level, a valid baseline audiogram shall be established. 
At least annually after obtaining the baseline audiogram, a new audiogram 
shall be obtained for each employee exposed at or above an 8-hour time-
weighted average of 85 decibels. The program shall be provided at no cost 
to the employees. 

(5) Hearing protectors shall be made available to affected employees and 
replaced as necessary.  Hearing protectors shall attenuate employee 
exposure, at a minimum, to an 8-hour TWA of 90 dBA. 

(6) In affected areas, signs which read “Hearing Protection Required” shall be 
posted at each entrance. 

(7) A training program dealing with hearing conservation shall be 
implemented for all employees who are exposed to noise at or above the 
Action Level. 

e. An accurate record of all employee exposure measurements shall be maintained 
for employees subjected to sound levels exceeding those listed in Table 11-1. 

(1) Noise exposure measurement records shall be retained for two years. 

(2) Audiometric test records shall be retained for the duration of the affected 
employees’ employment.  (See Attachment A, Sample Format for 
Audiometric Test Records. 

11.4 Responsibilities 

11.4.1 Regional or Operating Unit Environmental/Safety Coordinators 

a. Will monitor and promote compliance with the requirements of this procedure at 
field offices or Operating Unit facilities. 

b. Will ensure that applicable procedures are implemented at regional headquarters 
or Operating Unit facilities 

11.4.2 Station Manager 

a. Will have oversight over the implementation of this procedure, and ensure that the 
requirements of this procedure are followed by individuals at the NWS facility. 

b. Will ensure that noise levels are measured and documented throughout the 
facility. 
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c. Will ensure that suitable hearing protectors are provided to personnel as needed 
and are worn. 

d. Will ensure that initial and periodic inventory of hearing PPE, postings/signs and 
other safety equipment is accomplished and adequate stock is maintained. 

e. Will review, or delegate review, of this procedure on an annual basis to ensure 
that the facility is complying with its requirements. Confirmation of this review 
shall be forwarded to the Regional or Operating Unit Environmental/Safety 
Coordinator.  

11.4.3 NWS Headquarters (NWSH) 

a. The NWS Safety Office will provide assistance to Regional Headquarters, 
Operating Units, and field personnel to ensure that NWS facilities comply with 
requirements of this procedure. 

b. NWSH will coordinate with NOAA SECO, as necessary, regarding compliance 
issues related to this procedure. 

11.4.4 Safety or Environmental/Safety Focal Point 

Will ensure that any responsibilities delegated to them by the Station Manager are 
implemented in accordance with the requirements of this procedure. 

11.4.5 Employees 

Individual employees affected by this procedure are required to read, understand and 
comply with the requirements of this procedure and report unsafe or unhealthful 
conditions and practices to their supervisor or safety focal point. 

NOTE: Reference NWS PD 50-11 for complete list of responsibilities 
http://www.nws.noaa.gov/directives/050/pd05011a.pdf  

11.5 References 
Incorporated References.  The following list of references was incorporated as a whole or in part 
into this procedure.  These references can provide addition, explanation or guidance for the 
implementation of this procedure. 

11.5.1 American Conference of Governmental Industrial Hygienists, TLV’s and BEI’s, 
Threshold Limit Values for Chemical Substances and Physical Agents, Current Edition. 

11.5.2 American National Standards Institute, ANSI S1.4, “Sound Level Meter.” 

11.5.3 American National Standards Institute, ANSI S1.25, “Personal Noise Dosimeters”. 

11.5.4 Department of Commerce (DOC) Safety Manual. 

11.5.5 National Institute for Occupational Safety and Health, NIOSH Criteria for a 
Recommended Standard: Occupational Noise Exposure  

11.5.6 U.S. Department of Labor, Occupational Safety and Health Administration, 29 CFR 
1910.95, “Occupational Noise Exposures”  
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11.6 Attachments 
 Attachment A:  Sample Format for Audiometric Test Records. 
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ATTACHMENT A 
Sample Format for Audiometric Test Records 

  

Audiometric Testing Date_________________ 

Name: ________________________________ 

Type of Testing:   Annual   Baseline  Other 

Tested by: _____________________________ 

 

Previous Job with Loud Noise_____________________ 

Wears Hearing Protection________________________ 

H.P. prior to test_______________________________ 

Loud Noise in past 14 hours______________________ 

Wears Hearing Aid_____________________________ 

Family Member hearing loss <50 yr.________________ 

Ear Pain______________________________________ 

Ear Drainage__________________________________ 

Vertigo/Imbalance______________________________ 

Tinnitus______________________________________ 

Sudden Hearing Loss History_____________________ 

Intermittent Hearing Loss________________________ 

Fullness/Discomfort in Ears_______________________ 

Cerumen Impaction_____________________________ 

Foreign Body in Canal___________________________ 

Unconscious-Head Injury________________________ 

Allergies/Hay Fever_____________________________ 

Measles______________________________________ 

Mumps______________________________________ 

Scarlet Fever__________________________________ 

Head Cold Today_______________________________ 

Military Service_______________________________ 

Noisy Hobbies________________________________ 

Loud Music with Headphones____________________ 
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